
www.senco.eu

Applications

Cabinets, case goods, chair rail, crown molding, 
decorative trim, door & window casing, exterior and 
interior trim.

Features & Benefits

Cordless convenience – no hoses, no •	
compressors
High voltage ignition – For more power and •	
cleaner combustion
Full comfort grip – Reduces fatigue•	
Belt hook – provides positive storage while not in •	
use
Rear loading – quick and easy for right or left •	
handers
Dry	fire	lock	out•	
No-mar pad – to protect the work piece•	
Easy clear – enables jam clearance without tool •	
disassembly
Adjustable depth of drive – for precise depth •	
control

Description Art. Nr. EAN code

GT65RHS,	gas	finish	nailer 6D2001N 0741474114250

Technical specifications

Dimension (LxWxH) 312x86x300 mm
Net weight 2,17 kg
Firing mode Restrictive
Sound pressure level 
(Lpa)

95 dB

Sound power level (Lwa) 102 dB
Vibration level 1,4 m/s²
Fastener driving power 32 J
Magazine capacity 100 pieces
Collation type 1 Glue collated
Collation angle 0 º
Battery type Ni-Mh
Battery voltage 6 V
Battery ampere rating 1,65 Ah
Battery power 9,9 W
Recharge time 100% 120 minutes
Shots per charge 3400
Number of batteries in kit 2 pieces
Length fuel cell 80 mm
Fuel cell type 18 gram
Shots per fuel cell 1200
Voltage (ac) 230 V
Frequency 50 Hz
Electrical plug type Continental

Fastener specification

19-65 mm

1,57-1,63 mm

LIMITED
WARRANTY
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