
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TOOL SPECIFICATION 
Height: 11.8" (300mm) 
Width: 2.7" (70mm) 
Length 13.8” (350mm) 
Weight: 4.6lbs. (2.1kg) 
Operating Pressure: 70 to 85 PSI (5~6 bars) 
Firing Mode:  Trigger Fire 
Applications:  Choir Mats, Car Seats, 

Mattress Assembly 

FASTENER SPECIFICATION  
Type:  88 Series Bedding Staples 
Length:  1/2”~1” (12mm~25mm) 
Crown Width:  1/2” (13.1mm) 
Wire Dia.:  0.047”x0.02” (1.2x0.5mm) 
Loading Capacity:  200 
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No. 7, Wugong 7th Road, Wufeng District, Taichung City, 413, Taiwan 
E-mail: sales@everwinpneumatic.com Website: www.everwinpneumatic.com 

● HIGH SPEED OPERATION 
● DURABLE FOR PROFESSIONAL USE 

 

P88SJ 
20GA. Industrial Bedding Plier 

TOUGHER. FASTER. SMARTER. 

● APPLICABLE FOR MACHINE MOUNTED USE  
 

SPECIAL TREATED “JAW” for Durability 
 

WIDE MOUTH OPENING With 
DEEP CLINCH for Feasible Use 
 

ROBUST GRAVITY 
CASTED GUN BODY 
for Extended Tool Life 
 

CUSHIONED RUBBER GRIP and ERGONOMIC 
FRAME DESIGN  

Provide Comfort and Balance during 
Operation 

 

Trigger Safety Switch 
 

Extended and Easy Loading Magazine 
 


