
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 

TOOL SPECIFICATION 

Weight: 8.2lbs (3.7kg) 

Height: 13.8” (350mm) 

Width: 5.2" (131mm) 

Length: 11.9" (302mm) 

Operating pressure: 70 to 120 PSI (5-8 bars) 

Driving power 1050 in-lbs 

Firing mode: Contact or Sequential 

Applications: Wooden Pallet/Drum/Crate 
Construction, Framing 

FASTENER SPECIFICATION  

Collation: 15° Wire Collated 

Fastener Lengths: 2”~3-1/2” (50~90mm) 

Shank Diameter: 0.099”~0.148” (2.5~3.8mm) 

Head Diameter: 0.256"~0.303" (6.5~7.7mm) 

Shank Type: Smooth, Screw, Ring 

Load Capacity: 225~300 

RUBBER BODY PADS 

360° ROTATABLE EXHAUST COVER 
 

DURABLE NOSE  
NOSE SHROUD 
ANTI-ABRASIVE DRIVER 
HARDENED CONTACT ARM 

AVAILABLE WITH  
SEQUENTIAL-FIRE TRIGGER OR 
RAPID-FIRE TRIGGER 

WORLD’S MOST DURABLE 90mm COIL NAILER 

CUSHIONED RUBBER GRIP 
ERGONOMIC FRAME 

PN90 
90mm Industrial Coil Nailer 

 

HAMMERHEAD BODY 
MINIMIZES RECOIL  
 

● INDUSTRY-LEADING POWER-WEIGHT RATIO  ● AVAILABLE WITH SEQUENTIAL TRIGGER 

● HIGH SPEED OPERATION, 15 SHOTS/SECOND  ● MACHINE MOUNTING COMPATIBLE 

Telephone: (886) 4 2333 -2999  Fax: (886) 4 2333 -0555  
No. 7, Wugong 7th Road, Wufeng District, Taichung City, 413, Taiwan 
E-mail: sales@everwinpneumatic.com Website: www.everwinpneumatic.com 
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