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Applications

Cabinets, soffit, drawer assembly, picture frames, 
case backs, craft assembly, furniture

Features & Benefits

Magnesium mainbody provides a durable and •	
ultra light tool for comfortable extended use
Oil free motor eliminates oil carryover onto the •	
work surface, protecting your hard work
Metal cylinder for increased durability•	
Selectable trigger lets you control the fastening •	
method with the flip of a switch
Rotatable rear exhaust and belt hook keeps dust •	
and debris off the work surface while keeping 
your tool at the ready
Over-molded rubber grip and reload indicator •	
will keep you working comfortably and efficiently 
through out the day

Description Art. Nr. EAN code

SLS18Mg-92, mw stapler, selectable 1W2027N 0741474125270

Technical specifications

Dimension (LxWxH) 260x63,5x241 mm
Net weight 1,17 kg
Firing mode Dual
Air inlet 1/4” female NPT
Operating pressure 4,8 - 8,3 bar
Air consumption (at 60 
shots per minute)

68 l/m

Operating temperature 
range

-18 - 49 ºC

Sound pressure level 
(Lpa)

67,9 dB

Sound power level (Lwa) 78,9 dB
Vibration level 2,5 m/s²
Shots / second 5
Magazine capacity 110 pieces
Gauge 18 ga.
Collation type 1 Glue collated
Collation angle 0 º

Fastener specification

9,5-38 mm

8,5 mm
92 staple

LIMITED
WARRANTY

Medium wire stapler

SLS18Mg-92


